
 

Securities and Exchange Commission of Pakistan 

63-NIC Building, Blue Area, Islamabad 

(Administration Department)  

******* 

 

  

Subject: Procurement of High End Scanner 

  
           

The Commission intends to purchase a High End Scanner, for which specifications are given 

on Annex “A”: 
 

 

Terms and Conditions 

 

 Price must be inclusive of all taxes applicable by Govt. of Pakistan. 

 Delivery time within one week of receiving of P.O. 

 Validity Minimum 30 Days from quoted date. 

 Bid Submission Time within 7 days of publishing of RFQ. 

 Warranty Period: must be mentioned on the quote (if applicable). 

 

 

If you are interested, please submit sealed quotation for the above item to the 

undersigned SECP, 63-NIC Building, Jinnah Avenue, Blue Area, and 

Islamabad within the specified period. 
 

 

An early and quick response will be appreciated. 

 

With best regards.  

  

 

  

M. Ubaidullah Khalid 

Administration Department 

 

  



Annex “A” 

 

Model KODAK i1320 Scanner or Equivalent 

Recommended Daily 

Volume 

Up to 5,000 pages per day 

Throughput Speeds 

(portrait, letter size) 

Bitonal/grayscale: Up to 60 ppm/120 ipm at 200 dpi 

Color: Up to 40 ppm/80 ipm at 200 dpi 

(Throughput speeds may vary depending on your choice of driver, 

application software, operating system and PC.) 

Scanning 

Technology 

Dual CCD; Grayscale output bit depth is 256 levels (8 bits); Color 

capture bit depth is 48 bits (16 x 3); Color output bit depth is 24 bits 

(8 x 3) 

Optical resolution 600 dpi (1200 dpi A4 flatbed accessory) 

Illumination Dual fluorescent (cold cathode) 

Output resolution 75, 100, 150, 200, 240, 300, 400, 600 and 1200 dpi 

Max./Min. 

Document Size 

216 mm x 863 mm (8.5 in. x 34 in.)/50 mm x 63.5 mm (2 in. x 2.5 

in.) 

Feeder Up to 75 sheets of 75 g/m² (20 lb.) paper 

Handles small documents, such as ID cards, embossed cards and 

insurance cards 

File Format Outputs Single and multi-page TIFF, JPEG, RTF, BMP, PDF, searchable 

PDF 

Electrical 

Requirements 

100-240 V (International); 50-60 Hz 

Supported 

Operating Systems 

Windows XP SP2 and SP3 (32-bit), Windows XP x64 edition SP2, 

Windows Vista SP1 (32-bit and 64-bit), Windows 7 (32-bit and 64-

bit), Windows 2003 Server and 2008 Server x64 Editions, Linux 

Ubuntu 8.04, Fedora 9, SUSE 11 

 


